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Hot Work Permit

Part 1. Site location and nature of job

Final Check Up

Hot Work Area :

Opposite side checked and combustibles moved away

Non-movable combustible material covered

Suitable extinguishers to hand

Gas cylinders secured in a vertical position on a trolley

Gas cylinders fitted with a regulator and flashback arrestor

Other personnel who may be affected by the work removed from area

Work on Walls, Ceilings or Partitions :

Work area screened to contain sparks

Welding, Cutting or Grinding Work :

Bitumen Boilers, Lead Heaters etc. :

Gas cylinders at least 3m from burner

If sited on roof, heat insulating base provided

Part 2.

Part 3.

Signature of person issuing permit ................................................................................

...................................................................................................................................
The above location has been examined and the precautions listed below have been taken.

Date   .................... Time of Issue   .................. Time of Expiry   ..................

Signature of person receiving permit ...................................Company.............................

Time work started   .................. Time work finished and cleared up   .....................

Signature of person carrying out final check....................................................................

Work areas and all adjacent areas to which sparks and heat might have spread (such as 
floors above and below, and on opposite sides of walls) were inspected one hour after 
the work had finished and were found fire safe.

PRECAUTIONS

The person carrying out this check should tick as appropriate those precautions which have been taken.  
Those which are not relevant should be marked with a cross.

Applies only to the area specified below, and is only valid on the day of issue

This Form prepared by Tim for New Project,


